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■ Tapping screw head allows for easy installation onto existing enclosure 
boss mount.

■ 4 different sizes available: M2, M2.3, M2.6 and M3 size.

Product no. / Dimensions ■ Material / Finish: Brass / Unfinished

Product no. Screw size (a) Screw size (b) c L ℓ Pack of Recommended enclosure models

TPS-M2.3-4 M2.3 M2.3 5  4 3 4 WH series • WP series (M2.3 only)
LC • LCS • LCT series
PF10-2-7 / 10-2-10 / 10-2-15 / 10-4-7 / 10-4-10 / 10-4-15

10-6-15 / 13-3-9 / 13-3-13 / 13-3-19 / 13-4-9 / 13-4-13
13-4-19 / 13-6-19 / 15-3-10 / 15-5-10 / 15-3-15
15-5-15 / 18-4-12 / 18-4-18 / 18-5-12 / 18-5-18
20-4-13 / 20-6-13 / 20-4-20 / 20-6-20

TW • TWN • TWF5-3-9 / 7-2-11 / 7-4-11 / 7-5-11
TW5-3-10 • TW • TWN • TWF8-2-8 / 8-4-8

TPS-M2.3-5 M2.3 M2.3 5  5 3 4

TPS-M2.3-6 M2.3 M2.3 5  6 4 4

TPS-M2.3-7 M2.3 M2.3 5  7 5 4

TPS-M2.3-8 M2.3 M2.3 5  8 6 4

TPS-M2.3-10 M2.3 M2.3 5 10 6 4

TPS-M2.3-12 M2.3 M2.3 5 12 6 4

TPS-M2.6-4 M2.6 M2.6 5  4 3 4

PF24-4-17 / 24-4-24 / 24-6-17 / 24-6-24

TPS-M2.6-5 M2.6 M2.6 5  5 3 4

TPS-M2.6-7 M2.6 M2.6 5  7 5 4

TPS-M2.6-10 M2.6 M2.6 5 10 6 4

TPS-M2.6-12 M2.6 M2.6 5 12 6 4

TPS-M3-4 M3 M3 5.5  4 3 4

TW • TWN • TWF7-3-13 / 7-5-13 / 9-4-17 / 9-6-17 / 11-5-22
11-8-22 / 13-3-13 / 13-5-13 / 13-3-18 / 13-5-18 / 13-7-18

SU series • OP series • PW series

TPS-M3-5 M3 M3 5.5  5 3 4

TPS-M3-6 M3 M3 5.5  6 4 4

TPS-M3-7 M3 M3 5.5  7 5 4

TPS-M3-8 M3 M3 5.5  8 5 4

TPS-M3-10 M3 M3 5.5 10 6 4

TPS-M3-12 M3 M3 5.5 12 6 4

TPS SERIES TAPPING STANDOFF
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■ Please use a suitably sized driver to both secure and loosen the tapping standoff.

Accessories (Optional parts)
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